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Sagim hayvanciliginin olmazsa
olmaz yem karma makinalaridir.
Yem karma makinalari
kullanirken dikkat etmeniz
gereken bazi dnemli hususlar
vardir.

Bunlarin ilki karim suresidir. ideal
karma suresi kullanilan karisima
ve makinanin gictne bagl olarak
degisiklik gosterecegi icin
kontrolli bir karim yapmak en
ideal yoldur.

Bir diger 6nemli husus ise
karisimin siralama ve
muhteviyatidir. Yemin
hazirlanisinda sap gibi kuru kaba
yemlerin makinaya ilk sirada
alinarak kiyilmasi gerekmektedir.
Yonca gibi kuru ve yaprakli otlar
kirilgan oldugundan makinaya
oncelikli alindiginda ufalanarak
yem olma 6zelligini
kaybetmektedir.

Feed mixer is indispensable of
dairy farming. There are some
important points to note when
using feed mixers.

The first of these is mixing time.
It is the ideal way to make a
controlled mixing because it will
vary depending on the mix used
and the power of the machine.

Another important issue is the
order and content of the
mixture. At the time of preparing
the oath, it is necessary to chop
the dried rough foods such as
stalks in the first place. Since dry
and leafy grasses such as alfalfa
are fragile, they lose their ability
to become bait by comminution
when they are first taken into
the machine.

Makinanin karma suresi ne
kadardir?

6 m3 makine ortalama 22 - 23
dakikada karmaktadir. Bu siire
makinadan makinaya ve karilan
yemin icerigine gore degisiklik
gostermektedir. Kontrolli bir
karim yapmak en faydal
secenektir.

Makinanin sanzimani neden cift
cikish?

Makine c¢ift yonli bir sanzimana
sahiptir. Bakim esnasinda ters
yonde hareket gerektiren
durumlarda kullanim amachdir.

Uzun 6murld bir makine igin
nelere dikkat etmek gerekir?
Makinanin her kullanimdan sonra
ve genel rutin bakimlarinin
yapilmasi gerekmektedir. Rutin
bakimlar igin kullanim kilavuzuna
bakabilirsiniz.

How long is the machine's
composite run?

6 m3 machine is on average 22 to
23 minutes. This time varies from
machine to machine and
depending on the contents of the
feed. Making a controlled mixing
is the most useful option.

Why the transmission of the
machine has double exit?

The machine has a two-way
gearbox. It is intended for use in
the reverse direction during
maintenance.

What should be considered for
a long-lasting machine?

After every use of the machine
general routine maintenance is
required. For routine
maintenance, see the user
manual.
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MAKINE UZUNLUGU

4925

MACHINE LENGHT (A)
MAKINE GENISLIiGI 2025
MACHINE WIDTH (B1)
MAKINE GENISLIGI 2130
MACHINE WIDTH (B2)
MAKINE YUKSEKLIGI 2585
MACHINE HEIGHT (C)
iZ GENISLIGI 1690
SHADOW WIDTH (D)
BOSALTMA BANDI UZUNLUGU 870
DISCHARGING BAND LENGTH (E)
BOSALTMA BANDI GENISLIGI 620
DISCHARGING BAND WIDTH (F)
BOSALTMA BANDI Optional
DISCHARGING BAND
HELEZON SiSTEMI )

Horizontal
HELIX SYSTEM
HELEZON SAYISI p
TOTAL HELIX
HELEZON BICAK SAYISI 68
TOTAL HELIX BLADES
KAPASITE 6 m3
CAPACITY

ELEKTRONIK TARTI

Optional
ELECTRONIC WEIGHING
MAKINE AGIRLIGI 2650
MACHINE WEIGHT
KEPCE KAPASITESI 400
BUCKET CAPACITY
KEPGE GENISLIGI 1180
BUCKET WIDTH (G)
KEPGE BOYU 1285
BUCKET LENGTH (H)
TABAN SAC KALINLIGI 8
BOTTOM SHEET THICKNESS
YAN SAC KALINLIGI 5
SIDE SHEET THICKNESS
KUYRUK MILi DEVRI 540
PTO ROTATION
HELEZON Hizl 215
HELIX ROTATION
LASTIK EBATLARI 10.0/75-15.3
TIRE DIMENSIONS
MINIMUM GUGC GEREKSINIMI 60

MINIMUM REQUESTED POWER

Makinenin belirtilen her yeri 6zenle yaglanmalidir.
Indicated parts must be lubricated carefully.

Yaglama esnasinda traktér stop edilmelidir.
Stop the machine while greasing.

Traktor kuyruk mili calisma devri 540 rpm olarak ayarlanmalidir.
Adjust the tractor's PTO to 540 rpm.

Karma islemi rolanti devrinde yapilmalidir.
Mixing process should be done in idle working.

Yemin igerisinde sert madde bulundurmayin.
Please check the feed against solid matters.

Can glivenliginiz igin makine calisirken yukariya ¢cikmayin.
Do not climb up the machine while working for your safety.

Kepcenin altinda durmayin.
Keep away from under the bucket.
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No Kod/Code Tirkge English
01 M6.01 Ana Kasa Body
02 M6.02 Ok Grubu Pull Group
03 M6.03 On Yatak Front Bearing
04 M6.04 Rotor Rotor
05 M6.05 Arka Sase Sacl Rear Chasis Sheet
06 M6.06 Arka Yatak Rear Bearing

07 M6.07 Rotor Dislisi Rotor Gear
09 M6.09 Sanziman Diglisi Gear
10 M6.10 Yag ve Disli Kutusu Oil and Gear Cover
11 M6.11 Sanziman Gearbox
12 M6.12 On Kumanda Grubu Remote Control
13 M6.13 Kepce Bucket
14 M6.14 Kepge Lifti Bucket Lift
15 M6.15 Gamurluk Fender
16 M6.16 Yem Kapag! Band Cover
17 M6.17 Yem Kapag Lifti Band Cover Lift
18 M6.18 Serpme Paleti Band
19 M6.19 Serpme Paleti Lifti Band Lift
20 M6.20 Tart Weighing
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No Kod/Code Tirkge English
01 M6.02.001 Ok Sasesi Pull Chasis
02 M6.02.002 Lastik Tire
03 M6.02.003  Mil Shaft
04 M6.02.004 Baglanti Burcu Connection Bushing
05 M6.02.005 Jant Rim
06 M6.02.006 Lastik Tire
07 M6.02.007 Porya Mili Hub Shaft
08 M6.02.008 Pul Washer
09 M6.02.009 Rulman Roller
10 M6.02.010 Porya Hub
11 M6.02.011 Rulman Roller
12 M6.02.012 Somun Nut
13 M6.02.013 Bijon Stud
14 M6.02.014 Somun Nut
15 M6.02.015 Porya Kapagi Hub Cover
16 M6.02.016 Civata Bolt
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No
01
02
03
04

Kod/Code
M6.04.001
M6.04.002
M6.04.003
M6.04.004

Turkce
Parcalayici Rotor
Bicak

Civata

Somun

English
Rotor
Blade
Bolt
Nut
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No Kod/Code Tirkge English
01 M6.12.001 Ana Kontrol Main Control
02 M6.12.002 Kumanda Muhafaza Remote Cover
03 M6.12.003 Kumanda Remote
04 M6.12.004 Kumanda Kolu remote Arm
05 M6.12.005 Baglanti Saci Connection
06 M6.12.006 Civata Bolt
07 M6.12.007 Somun Nut
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No
01
02
03
04
05
06
07
08
09
10
11
12
13
14
15

Kod/Code
M6.18.001
M6.18.002
M6.18.003
M6.18.004
M6.18.005
M6.18.006
M6.18.007
M6.18.008
M6.18.009
M6.18.010
M6.18.011
M6.18.012
M6.18.013
M6.18.014
M6.18.015

Turkce

Sol Platine

ic Destek
Civata

Bant

Sag Platine
Arka Rotor

On Rotor
Yatak Platinesi
Rulman Yatagi
Civata

Civata
Hidrolik Motor
Civata

Bant Kapamasi
Platine Burcu

English

Left Platine
Support

Bolt

Band

Right Platine
Rear Rotor
Front Rotor
Bearing Platine
Bearing

Bolt

Bolt

Hydraulic Motor
Bolt

Band Fixing
Platine Bushing
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Yapilan Bakim / Maintenance

Tarih / Date

Yapilan Bakim / Maintenance

Tarih/Date ..o,

Yapilan Bakim / Maintenance

Tarih / Date

Yapilan Bakim / Maintenance

Tarih/Date ..o

Yapilan Bakim / Maintenance

Tarih / Date

Yapilan Bakim / Maintenance

Tarih/Date .........ccocoooovveeee.

Yapilan Bakim / Maintenance

Tarih / Date

Yapilan Bakim / Maintenance

Tarih /Date ........cocoooovvveeeeee

Yapilan Bakim / Maintenance

Tarih / Date

Yapilan Bakim / Maintenance

Tarih/Date ...,

Yapilan Bakim / Maintenance

Tarih / Date

Yapilan Bakim / Maintenance

Tarih/Date ..o
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